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NOTE:
CONTRACTOR SHALL INSTALL 8” SLAB IN ALL AREAS WHERE BENCHES ARE PROPOSED.

THERE WILL BE NO MEASUREMENT OF PAYMENT FOR THE COST OF SUBBASE
PREPARATION, CONCRETE PAD, REINFORCEMENT, AND COORDINATION.

THIS WORK WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER ACTUAL NUMBER

(EA.) OF BENCHES COMPLETE AND ACCEPTED IN PLACE, WHICH PRICE SHALL INCLUDE
ALL COORDINATION, MATERIALS, REINFORCEMENT, SUBBASE PREPARATION, CONCRETE,
EQUIPMENT, TOOLS AND LABOR INCIDENTAL THERETO THE PLACEMENT OF EACH ITEM.
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—— 6" MIN. CRUSHED GRAVEL BASE 3/4" TOP

BORE HOLE INTO SLAB TO ACCEPT 3/8" x 6"
STAINLESS STEEL EXPANSION BOLT. NUMBER
AND PATTERN AS REQUIRED AND/ OR
RECOMMENDED BY MANUFACTURER.

3000 PSI @ 28 DAYS
FOUNDATION SHALL ABUT PAVER BOARDWALK

SIZE —ASTM D 2940 — 95% MAX DRY DENSITY

COMPACTION PER ASTM D1557
EXTEND BASE 6 INCHES BEYOND
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CONCRETE ANCHOR PAD FOR BENCH

N.T.S
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FINISHED END UNIT IS
MADE FROM 1/2° x 2"
SOLID STEEL BAR

~— FINISHED END UNITS JOIN TO

P.0. DRAWER 330 - DUNKIRK, MD 20754 USA
TOLL FREE: (800) 368-2573 (USA & CANADA)

TEL (301) 855-8300 - FAX (410) 257-7579
WEB SITEr HTTP//WWW.VICTORSTANLEY.COM

NOTES:

1. DRAWINGS NOT TO SCALE. DO NOT SCALE DRAWINGS.

2. ALL FABRICATED METAL COMPONENTS SHALL BE STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND
ELECTROSTATICALLY POWDER-COATED WITH TGIC. POLYESTER POWDER COATINGS, PRODUCTS ARE FULLY CLEANED AND
PRETREATED, PREHEATED AND COATED WHILE HOT TO FILL CREVICES AND BUILD COATING FILM. COATED PARTS ARE
THEN FULLY CURED TO COATING MANUFACTURER’S SPECIFICATIONS. THE THICKNESS OF THE RESULTING FINISH

AVERAGES 8-10 MILS (200-250 MICRONS).

3, IT IS NOT RECOMMENDED TO LOCATE ANCHOR BOLTS UNTIL BENCH IS IN PLACE.

4. ANCHOR BOLTS NOT PROVIDED BY VICTOR STANLEY, INC.

RB-28

ALL STEEL CONTOURED BENCH
PROVIDE STANDARD 6-FOOT LENGTH

STEELSITES™ RBSERIES ~ CoLoR: BLACk

27> STEEL SLATS ARE FORMED FROM

1-5/16" TUBULAR STEEL
USED FOR ADDITIONAL SUPPORT

3/8" x 1" SOLID STEEL BARS
ARE WELDED UNDERNEATH
FOR ADDITIONAL SUPPORT

SEATING SECTION WITH FASTENERS
(PLEASE SEE ASSEMBLY DETAIL)

VICTOR STANLEY, INC.®
N| -Manufacturers of Quality Site Furnishings since 1962-

FRONT WELDS ARE POLISHED UNTIL
THEY DISAPPEAR, FORMING A
CONTINUOUS SURFACE

1/4' x 1-1/2" SOLID STEEL BARS

CLEARANCE FIR 172
ANCHOR BOLTS

@ 71720

70-1/2" CENTER-TO-CENTER

ASSEMBLY DETAIL

BENCH

N.T.S

174" x 2" HORIZONTAL
SOLID STEEL BAND

(42) 3/8" x 1"
VERTICAL SOLID
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DENSITY PLASTIC LINER

ABS PLASTIC BOTTOM PLATE COVER SITS
ON TOP OF 3/8" x 3" SUPPORT BARS

(2) 18-GALLON CAPACITY HIGH
(TOTAL WEIGHT NOT TO EXCEED 10 LBS)
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ELEVATION RACKING ASSEMBLY

END VIEW

NOTES:

1. DRAWINGS NOT TO SCALE. DO NOT
SCALE DRAWINGS,

2. ALL FABRICATED METAL COMPONENTS
SHALL BE STEEL SHOTBLASTED, ETCHED,
PHOSPHATIZED, PREHEATED, AND
ELECTROSTATICALLY POWDER-COATED WITH
TGLC. POLYESTER POWDER COATINGS,
PRODUCTS ARE FULLY CLEANED AND
PRETREATED, PREHEATED AND COATED
WHILE HOT 7O FILL CREVICES AND BUILD
FILM COATING, COATED PARTS ARE THEN
FULLY CURED TO COATING MANUFACTURER'S
SPECIFICATIONS. THE THICKNESS OF THE
RESULTING FINISH AVERAGES 8-10 MILS
(200-230 MICRONS).

3. PROVIDE OIL IMPREGNATED BRONZE
BUSHINGS AND STAINLESS STEEL PIVOT
PINS FOR DOOR MOVEMENT, STANDARD
3/16" SOLID STEEL LATCH ASSEMBLY.

4, ANCHOR BOLT NOT PROVIDED BY
VICTOR STANLEY, INC.

36-GALLON SIDE-DOOR-OPENING LITTER RECEPTACLE

COLOR: BLACK
PROVIDE RECYCLE LID (DUAL-FLOW)

PROVIDE HALF-MOON LINERS WITH ABS BOTTOM PLATE

~—— 82 1/4” TUBING TYP.

END VIEW

~—— 92 1/4” TUBING TYP.

BIKE RACK DETAIL

N.T.S.
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SITE PLAN

~
NOTES:
1. BIKE RACK SHALL BE MANUFACTURED BY CANTERBURY
INTERNATIONAL, MODEL CAMPUS BIKE RACK. INSTALLATION TO BE
COMPLETED IN ACCORDANCE WITH MANUFACTURERS SPECIFICATIONS.
2. MATERIALS — 2 1/4” WELDED STEEL TUBE WITH STEEL BASE
PLATE AND ANCHOR STUDS.
3. FINISH — GREY POWDER COAT WITH ZINC RICH UNDERCOAT
4. STYLE — CAMPUS BIKE RACK
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STORRS CENTER - PHASE 4
STORRS ROAD (ROUTE 195)
STORRS-MANSFIELD, CONNECTICUT

FOR PERMITTING PURPOSES ONLY
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